
ME–21

HVAC/Air Moving

√ Stock model for Marathon and/or MARS. Prices and Specifications are subject to change without notice.

Toll Free (800) 445-4155 • Fax (631) 348-7160 
www.marsdelivers.com
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HP RPM VOLTS FRAME
OVER
LOAD

CAT.
NO.

MODEL
NO. ST

OC
K F.L.

AMPS
WEIGHT “C” 

DIM.
FOOT

NOTES

1/4 1725 115 48YZ NONE B302 48S17D2054 √ 5 14 9.57 9,20.28
1725 115 48YZ AUTO B303 48S17D2055 √ 5 14 9.57 20,32,53
1725 115 56Z AUTO B201 56S17D2047 √ 5 14 9.47 8,20,26
1725 115 56Z AUTO 4363 5KH39QN5526X √ 5.1 14 9.19 20
1725 230 48 AUTO 4306 5KH39QN5537X √ 2.5 13 9.09 20
1725 230 48 NONE 4360 5KH39QN5548 √ 2.5 13 8.93 20,31,52
1725 277 48YZ NONE B606 48S17D2116 √ 2.1 13 9.47 20,31

1140/850 115 56 NONE H300 5KH49SN3048 √ 5.8/3.6 30 12.01 20
1140 115 56 AUTO H163 5KH46MN6053X √ 5.6 23 10.88 20
1140 115 56 NONE H162 5KH46MN6053 √ 5.6 27 10.88 19
850 115 56 NONE H296 5KH49SN3046 √ 6.9 30 12.01 20

1/3 1725 115 48YZ NONE B304 048S17D2056 √ 5.5 15 9.32 CF,20,31,52
1/2 1725 115 48Y AUTO D162 048S17D2087 √ 7.2 19 10.09 19

1725 115 48YZ AUTO B208 048S17D2109 √ 7.5 20 10.43 CF,19,53
1725 115 48YZ NONE B306 048S17D2058 √ 7.5 18 10.32 CF,19,31,52
1725 115 48YZ AUTO B307 048S17D2059 √ 7.5 18 10.32 CF,19,31,52

Fan and Blower, Split Phase, Dripproof 
Resilient Base (Single & Two Speed)

Features: 

• Ball bearings (except as noted)
• Service factor, as noted
• Thermal protection, as noted
• Variable torque on two speed motors
• Extended thru-bolts, as noted

• Heavy gauge steel frame and base
•  48Y and 48YZ frame have 48/56 frame  

mounting holes
• UL Recognized and CSA certified

Fan and Blower - Capacitor Start, Dripproof 
Resilient Base (Single & Two-Speed)

Features: 

• Ball bearings
• Heavy gauge steel frame and base
• Service Factor, as noted
• Capacitor start / capacitor run as noted

• Thermal protection, as noted
•  48Y and 48YZ Frame have 48/56 Frame  

mounting holes
• UL Recognized and CSA Certified
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1/3 1725 115/208-230 48YZ AUTO B315 48C17D2044 √ 5.8/3.1-2.9 17 10.22 20,31,52
1725 115/208-230 56 AUTO C216 5KC36LN1X √ 6.0/3.2-3.0 18 10.32 20,50

1/2 1725 115/208-230 56 NONE B1316 5KC49GN0001 √ 8.8/4.2-4.4 21 10.38 19
1725 115/208-230 56 AUTO B317 56C17D2072 √ 8.0/4.1-4.0 20 10.32 CF,19,31

3/4 1725 115/208-230 56 AUTO C1156 5KC46LN0149X √ 13.3/6.5-6.6 27 10.78 19
1725 115/208-230 56 AUTO B319 56C17D2074 √ 10.0/5.2-5.0 23 10.72 CF,19,31
1725 115/208-230 56 NONE B318 56C17D2073 √ 10.0/5.2-5.0 24 10.72 CF,19,31

1 1725 115/208-230 56 AUTO C1158 5KC49PN0164X √ 14.7/7.2-7.4 29 11.38 18
1725 115/208-230 56H NONE C235 5KC49PN0155 √ 13.6/6.7-6.8 31 11.38 18

1 1/2 1725 115/208-230 56H NONE B336 56C17D5347 √ 18.0/9.3-9.0 39 12.85 5,18,32
1725 115/208-230 56H AUTO C1160 5KCR49SN0150X √ 16.4/8.4-8.2 35 11.91 ES,1,18


